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INTRODUCTION

THE INDUCER
First of all, thanks for purchasing what we feel is the finest acoustic
guitar transducer available today, the Acoustic Lens. As soon as you
hear your guitar again for the first time, we're quite sure you'll feel the
same way.

The Inducer consists of two main parts. The rugged cast aluminum
box contains the Inducer preamp, which has been designed to be the
perfect compliment to the legendary Acoustic Lens™ 3-D transducer.
The Acoustic Lens delivers crispness and accuracy, coupled with in-
credible warmth and presence. The Inducer preamp perfectly comple-
ments this incredible transducer and is essential to unlocking the full
potential of the Acoustic Lens.

The input of the Inducer preamp presents a high impedance, and an
extremely low capacitance, to reduce loading effects which rob the
transducer's performance. The output signal, in contrast, is high level,
balanced (or unbalanced) and low impedance; ready to be connected to
any mixer or amp. The entire signal chain is comprised of carefully
selected audiophile-quality discrete components and hybrid parts,
which deliver high-speed, transparent performance and EXTREMELY
low noise.

A built-in battery checker lets you know well in advance if the two
nine-volt batteries are in need of replacement.

Our goal at Trance Audio is to further state-of-the-art, acoustic guitar
music. The first critical step is to capture the sound of your guitar as
accurately as possible. If the true sound of your acoustic guitar isn't
there in the first place, no amount of EQ or gadgetry is going to help.
The Inducer system was designed to fill this critical gap, and delivers
the natural warmth of your guitar's strings and soundboard.
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Inducer

Acoustic Lens Transducer
Mounts to the underside of your guitar's soundboard. See the Acoustic
Lens installation guide for details.

Short Transducer Cable (not supplied)
Since this cable transmits the as yet unamplified Acoustic Lens signal,
it should be of the highest quality, lowest capacitance cable and
should be kept as short as possible. We highly recommend Belden
#8218 cable with a length no longer than 10 feet. Be sure to use all
metal phone plugs for this cable to insure proper shielding.

Shielded Endpin Jack (not supplied)
A shielded endpin jack is essential to prevent noise from being In-
duced. The shell from a Switchcraft model 121 or 131 in-line phone
jack fits most unshielded endpin jacks and works well as to shield this
critical connection. See the Acoustic Lens installation guide for details.

Inducer Preamp
The Inducer preamp is perfectly matched to the Acoustic Lens. The
signal leaving the Inducer is high level, balanced and low impedance,
all of which reduce its susceptibility to noise and degradation.

Battery Test Button & LED
A quick and easy test to let you know the status of your batteries.
When battery power is down to two hours or less, the LED will cease
to illuminate. Note: the battery does not operate unless a plug is
inserted into the output jack (turning on power to the unit).

✔ The Acoustic Lens can be
used in conjunction with a
high quality magnetic
pickup.. This arrangement is
highly effective and can
create a “stereo” sound.

Acoustic
Lens
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Input Jack
The input jack of the Inducer connects to the endpin jack of the
guitar. If the plug is inserted halfway to the first “click”, the signal is
inverted. Inverting the signal may prove useful to reduce feedback or
to change the tone if the Acoustic Lens is used in conjunction with
another pickup. When the plug is inserted all the way, the signal is
non-inverted.

Output Jack/Power Switch
This is an electronically balanced output with a maximum output of
+22 dBu. Connect this output to the channel input of the mixing
board or acoustic instrument amplifier. Insert a stereo plug for a
balanced output or use a standard mono plug with an unbalanced
cable. When using a balanced cable, the tip of the stereo plug is the
non-inverted (+) conductor and the ring of the stereo plug is the
inverted conductor (-).

• Inserting a phone plug to this jack is the power switch to the In-
ducer. Always unplug the output whenever the Inducer is not in use in
order to save batteries.

Battery Replacement
The Inducer preamp will run for approximately 25 hours on a pair of 9
volt alkaline batteries. To change batteries remove the four screws on
the back of the box and remove the rear cover. Lift out the batteries
being careful not to pull on the connecting wires and replace. When
fitting the new batteries back into the case, be careful not to pinch the
wires. Replace the cover and reinstall the four screws.

Output
(to Mixer)

Input
(from Lens)

Battery
Check

Battery
Check LED
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Interior view of the Inducer showing the batteries and gain adjustment control.

Gain Adjustment
The Inducer contains an internal gain adjustment control which is
used to match the output level to your system. The gain of the Inducer
is preset at the factory and you probably will not need to adjust it.

If you wish to adjust the gain, remove the four screws from the cover.
Next, locate the gain control in the center of the electronics package
and gently turn the control using a small, flat bladed screwdriver. If
the gain is adjusted too high, the input to your mixer may clip or
distort when you strum hard. Therefore, play the guitar hard while
setting this control to insure that the signal isn't too strong for your
mixer input. The Inducer is designed such that it can never clip or
distort, except when the batteries are low and in need of replacement.
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WARRANTY

Length of Warranty
This warranty covers all defects in materials and workmanship for a period of
one year from the date of purchase by the original owner. Cases may arise where
our Service Department or one of Trance Audio's authorized service centers will
ask for a copy of your sales receipt to facilitate warranty service. Please keep your
purchase receipt in a safe place.

Trance Audio does not cover:

• Damages due to improper or inadequate maintenance, accident, abuse, misuse,
alteration, unauthorized repairs, tampering, or failure to follow normal operating
procedures as outlined in the owner’s manual.

• Deterioration or damage of the cabinet.

• Damages occurring during any shipment of the product for any reason.

• Any Trance Audio product that has in any way been modified by anyone other
than Trance Audio, Inc.

Limitation of Implied Warranties
No warranty is expressed or implied. Trance Audio specifically disclaims the
implied warranties of merchantability and fitness for a particular purpose.

Exclusion of Certain Damages
Trance Audio’ liability for a product found defective is limited to repair or
replacement of the unit, at our option. In no event shall Trance Audio be liable
for damages based on inconvenience, whether incidental or consequential, loss
of use of the unit, loss of time, interrupted operation or commercial loss, or any
other consequential damages.

Some states do not allow limitation of the duration of implied warranties or the
exclusion or limitation of incidental or consequential damages, so the above
limitations and exclusions may not apply to you.

How To Obtain Warranty Service
All Trance Audio products are manufactured with the highest standards of
quality. If you find that your transducer or preamp does require service, it may be
done by an authorized Trance Audio service center. Please contact Trance Audio
at (408) 684-0422. We will either refer you to an authorized service center or ask
that you return your transducer or preamp to the factory. When returning a
product to the factory, you will be issued a Return Authorization number (RA).
Please label all cartons, shipping documents and correspondence with this
number. We suggest you carefully and securely pack your preamp for return to
the factory. Mark the outside of the shipping carton clearly with your RA num-
ber. You must prepay shipping charges to the service location. Trance Audio will
pay return shipping fees. You will be responsible for any damage or loss sus-
tained during shipment in any direction.


